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NODE 1 EGRESS #2

TOOLS AND EQUIPMENT REQUIRED
TBD

DEPRESS STACK
Orbiter 1. AIRLK DEPRESS vlv cap → Vent, remove
  AW82B

2. AIRLK DEPRESS vlv → 5

3. When CABIN P = 13.6 (est. ~3 minutes):
AIRLK DEPRESS vlv - Cl

ENABLE PPRVS
Node 1 4. Remove PPRV caps (two).
  Port,
  Stbd
  Hatch

NOD1 5. Stow caps in rack (TBD).
  xx_xx

CONFIGURE FOR NODE 1 EGRESS
Node 1 6. Remove station portable fire extinguisher from Node 1 forward port
  Locker alcove.

Remove shuttle QDMs (two) from TBD location.
Stow in bag.

7. √All equipment bags and returning items removed from Node 1.

DESICCANT INSTALLATION AND PORTABLE FAN ACTIVATION
8. Replace sixteen batteries in four fans.

Install desiccant bags (four)
Fan Power (four) → High

√Fan RPM control position (four) - Full CW
√Fan is running

MODULE EGRESS
Node 1 9. √MPEV - uncapped
  Fwd
  Hatch

PMA 2 10. Open grille cover on PMA 2 hard duct.

Node 1 11. Node 1 Fwd Port IMV Valve → Close
  Fwd

Node 1 12. Close Node 1 Forward Hatch per decal.
  Fwd
  Hatch

13. √MPEV - Close
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AIR DUCT REMOVAL/CONFIGURATION
PMA 2 14. Disconnect PMA/Node extension duct from starboard IMV flange.
  Aft Tmpry stow V-band clamp.

15. With combination ratchet and socket, install IMV cap to port IMV flange.
Tighten V-band clamps 34 to 36 in-lbf (3.8 to 4.1 N-m).


